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BEST USAGE AT
HOMES ¢ OFFICE * BUILDINGS » WAREHOUSES

FARMS « WOOD ETC.

Technical Specification

ABC Stored Pressure Type Fire Extinguisher

|4 Kg |6k I EIT

IS - 15683

JST

CRL-TTO00848 10

Capacity !1 Kg [2Ke

Confirming 15 No. 115683 | 15683 | 15681 | 15683 15683

Fire Rating 1a,88 [18, 138 124,218 (38,308 "4A, 20B |
amﬂr_t_ﬁmpumm 20°¢ to +55% f-zu*c to + 55% |-20°C to + 55% -20° to + 55°% 20° ta +55%

Min. Ia't:mm:h {in Mtrs.] | 2 Mtrs, 2 Mtrs, 2 Mitrs I 2 Mitrs, 2Mtrs. |
Discharge Percentage Min. &5 | 85% [o5% | 85 P, S|
Discharge Time Min. 18 5ec. 13 Sec. 13 Sec. 13 Sec. 13 Sec,

Charge Pressure "ISKgfﬁ:-'T!" ‘ -"I‘F‘gf_’IETE. - 15kgf/em?® 15kgffem? 1 15Kgffem?

Test Pressure | 35Kgf/cm? | 35Kgt/cm? 35Kgflem® | 35Kgf/cm? | 35Kgh/cm?

Operating Valves Squeere Grip T:rpe squeeze Grip Type Squeeze Er-;J.:J-_L'-'; i | sgueeze Grip Type Squeeze Grip Type |
Extinguisher Media | Dry Powder 14609 (map) | Dry Powder 14609 (map] | Dry Powder 14609 (map) | Dry Powder 146049 (map] | Dry ?:r.-.-d?[ de'j {map)
Propellant |Dry Nitrogen pry Nirogen [ory Nitrogen OryNerogen | Dry Nitrogen

Ant Corrosive Treatment :'Pn-:.til:-harl.r-g (7 Tanks) Phosphating (7 Tanks) Phosphating (7 Tanks Phosghating (7 Tanks) Phasphating (7 Tanks)
Painting ;'Ep.:.w Polyster Pow Cg;;‘. Epoxy Polystar Pow. Coat. Epoy Polyster 3?_-*- -:_:s‘._ti:.:n- Polyster Pow.Coat. | Epoory Polyster Pow. Coat
Tare Weight 1KG 4 KGS 2.3 KG5 IKGS | 5.1KGS

Gross Weight 2 KGS 34 KGS 6.3 KG3 9 KiGS | 14.1KGS

DRY POWDER CARTRIDGE TYPE
; T

BEST USAGE AT
HOMES e OFFICE » BUILDINGS

WAREHOUSES  FARMS ETC.

Technical Specification

BC Cartridge Type Fire Extinguisher

Capacity 6 Kg |9 Ke | Akg

IS - 15683

ST

CM/L-TT00D44610

Squeeze Grip Type

Confirming IS No. 15683 | 15683 K
Fire Rating 34B EEL 218 |

| Operating Tempreture | -20° to + 55° ~[-20°c 1o +55% |-20"c to +55°% !
Min. let Length { in Mtrs.) 2 Mirs. _ [2 Mtrs. 2 Mtrs. _i
Discharge Percentage Min.| 85% | 85% B5% {
Discharge Time Min. 13 Sec. |13 sec. PEge. ]
Charge Pressure 15Kgf/cm? |15Kgffem? 15Kgf/cm? T
Test Pressure 3S5Kgf/fem? ..SSKEHCH-'} askgf/em?

Operating Valves Squeeze Grip Type Ssqueeze Grip Type
Extinguisher Media Dry Powder 4308 (SBC) Dry Powder 4308 (SBC) Dry inder 4308 [EEC} _
Propellant Col Cartridge Co2 Cartridge Co?2 Cartridge

Anti Corrosive Treatement

| Phosphating (7 Tanks)

Phosphating (7 Tanks)

Painting :

Tare Weight

4.6 KGS5

Epoxy Polyster Pow. Coat.

Epoxy Polyster Pow. Coat,

Epoxy Polyster Pow. Coat.

7.2 KGS

3.6 KGS

Gross Weight

10.6KGS

16.3 KG5

b s s b e e e e

7.6 KGS
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Safety & Quatity Our “Lop Priovities

We are leading manufacturer of FIRE FIGHTING APPLIANCES & SYSTEM, in
India. We manufacture complete range of 'SAFE A1.ERT" brand Fire Extmgulsher our

productare ISImarked.

We Raunak Engineering works is an ISO 9001: 2008 certified and CE marked
company, ESTABLISHED IN 1997 in the field of fire protection service , our company
has grown to become one of the trusted and Most innovative manufacturer of
portable fire extinguisher and trolley mounted fire extinguisher for Commercial and

industrial application.
Raunak is the endeavor of the company to provide total services in the fire
protection. our company isalso known for adherence and commitmentto quality

and service, finely " SAFETY & QUALITY OUR TOPPRIORITIES”

Approvals

E &) CE .

We are one of the specialist in manufacturing of :
Full range of marked fire extinguishers
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CARBON DIOXIDE FIRE EXTINGUISHER

BEST USAGE AT
CHEMICAL PLANT ¢ OIL RIGS *RAIL YARDS ¢ AIRPORT
ELECTRICAL SUBSTATION » LABORATORIES

IS - 15683

Technical Specification IH‘
CO2 Type Fire Extinguisher e
Model RCO2 2 RCOZ 45 RCO2 3.2
Capacity 2ke 45Kg 326G
Confirming 15 No. 15683 15683 S

Fire Rating 3B 218 218

Operating Temperature HFc to+55% -t to+ 55 Me to +55%
Min. Jet Length { In Mtrs.) | 2 M1rs 2 Mrs

Discharge Pen:anta!e Min.] 75% S5

Discharge Time Min. £ Soc 2 5 0

Test Pressure 250 Kgffom? X500 Kgtiom 50 Kgffom’
Operating Valves Wheel Type Whes Tyoe whee! Type
Extinguisher Media (02 Ga 15222 02 Gbas I5: 35713 COZ Gas 15: 13221
Propellant Carbon D Omde Cartecen Dn Owixte Carbesn D Oncide
Painting Enamel Paint 15: 5 Shade 536/538 | Enarred Paine 5 5 Shodle S36,538 | Enarmed Paint {5: § Shade 536/538
Tare Weight 6.2 KGS 115 ERS ER Y =i

Gross Weight 8.2 KGS 1200 G =

CLEAN AGENT FIRE EXTINGUISHER

BEST USAGE AT
COMPUTERS » AIRCRAFT » BOATS = OFFICE
LABORATORIES « TELEPHONE ETC.

IS - 15683

Technical Specification
Clean Agent Fire Extinguisher

Safety & Quality Our “Lop Priovities

Madel RCA2
Capacity | 2Kg 4 e kg
Confirming IS No. 15683 15633 | 15883 i
Fire Rating 14, BB 14, 138 JA, 218 o o R
ﬂp-eraﬁng'rl.‘-.em.ﬁreture | ~20% to +55% *:‘h _—5_, - | -20% to+55%
Min. Jet Length [ in Mtrs.) | 2 Mtrs. Z Mitrs "2 Mitrs
[ Dischargs Percentage Min| 95% - 95% | 955
| Discharge Time Min. 13 Sec. N 13 Sec | 13 Sec.
Charge Pressure | 15Kgf/cm? 15Kgf/em? | 15Kgffem?
Test Pressure | 35kgi/em? o 35Kgi/cm | 35Kgi/em?
Operating Valves Squeere Grip Type Squeesze Grip Type - '| Squieets Grig Tie
Extinguishar Media HFT:'}"-In‘a_ S e _Hrlf_:HEE e | HEC 236fa
Propellant Dry Mitrogen Dry Nitrogen | Dry Nitrogen E
Anti Corrosive Treatement| Phosphating (7 Tanks) Phosphating {7 Tanks) 1 Phosphating (7 Tanks) ':
Painting Epoxy Polyster Pow. Coat. Epoxy Polyster Pow. Coat. | Epoxy Polyster Pow. Coat. |
Tare Weaight 1.4 KGS 2.3 KGS | 3kss
Gross Weight 3.4 KGS 6.3 KGS J_ 9 KGS
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